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ELECTRICHOIST & GEARMOTOR




“=Z5% Electric Chain Hoist

ELECTRCHOST &GEARMOTOR

'Hoist with Electric Trolley 500KG~10TON

SPECIAL TECHNICAL FEATURES

Made of Light aluminium alloy, this Is light weight, but extremely hard. The cooling fins are specially designed 1o
ensure quick heal dissipation,at the rate upto 40% continuously. Itis oven baked Paint. The integral enclosed
structure is most suitable for places like Chemical & Electro Plating Plants.

SIDE MAGNETIC BRAKING DEVICE

The magnetic force genarator, is the lalest design which is usad for ganerating magnetic force, It allows instant braking,
as s00n as the electric power is cut-off. Thus lotal brake safety is guaranteed while loading & unloading is carried out.

MOTOR

The Lifting & Travelling Motors are Vacuum Painted & the Insulation Class is F,
LOAD CHAIN

Grade 80 case hardened Alloy Steel Chain, Endures Harsh Condition such as Rain, Salt water & Chemicals.
LOAD HOOK

Hot Forged high tensile steel, rigid & durable, 360 swivel, Filted with safety latch to ensure complate safety,
LIMIT SWITCH

Limit Switch at both top and bottom ends, shuts off power automatically to prevent load chain from running ouwl.
COMTACTORS

High Parformance non-fuse circuit braakers for trouble frea performance
INVERSE PHASE SEQUENCE PROTECTING DEVICE

This is a spacial installation. It controls the circuit, and prevents ils oparation, in casa of wiring arror in the powar supply.
SPROKET WHEEL

Alloy Steal, Hardened & Temparad.

TRANSFORMER

24\/36V Transformer is used to prevent unexpacied accidents caused by electrical leakage. This guaranteas, Safe use during rains.
PUSH BUTTOMN PEMDANT
Protection Class IP 65, Fully Water Proof & Insulaled. It is Light & Durable

® Technical Parameters

Standard . Chain ) Lifting Motor Power Supply Travelling Motor
Capacity  Lifting Lifting I Ratation Rotation
Model (Ton)  Height Speed Chain Chain Spead Power Sosad ibain Voltage Frequency Power Speed I-beam
{m/min) Falls Size {m/min) (kW) : ™ [Hz) (XW) 4
{m) [rfmin) (rfmin}
MHTOS-01 05 3 78 1 $6.3 12.2 0.75 1340 3 380V 50 012 1440 52-153
MHTO1-01 1 3 6.8 1 7.1 1020 L5 1340 3 380V 50 04 1440 52-153
MHTO2-01 2 3 6.8 1 $7.1 1020 30 1440 3 a0V 50 04 1440 B82-178
MHTD2-02 2 3 34 2 $7.1 1020 L5 1340 3 380V 50 04 1440 B2-178
MHTO3-01 3 3 54 1 $11.2 1020 30 1340 3 v 50 04 1440 100-178
MHTD3-02 3 3 34 2 $10.0 1020 30 1440 3 380 50 04 1340 100-178
MHTOS-02 5 3 28 2 $11.2 1020 30 1440 3 380V 50 0.75 1440 100173
MHT7503 75 3 18 E $11.2 1020 30 1340 3 80V 50 0.7% 1440 100-178
MHT10-04 10 3 28 4 $11.2 1020 302 1440 3 380V 50 07s 1440 150-220
Standard Chain Lifting Motor Power Supply Travelling Motor
Copachy| Lining | NS Tewvesny Rotation Rotation
Model (Ton)  Height Speed Chaln Chain Speed Power Suaadin] |rbinse Voltage Frequency Power Snied I-bzam

(m) (m/min) Falls Size (m/min}  (KW) min) ) (Hz) (Kw) {rfmin)

MHTO5-01D 05 k! 7224 1 463 12.2 0.8/0.27  1800/930 3 380V 50 0.4/0.1 2880/960 52-153
MHTO1-010 1 3 7224 1 471 10020 15/06  2800/930 3 3a0v 50 0.4/0.1 2880/960 52-153
MHTOZ-01D 2 3 6822 1 471 10720 33/1L0  2800/930 3 80V L1i] 0.4/0.1 2880/960 82-178
MHTOZ2-02D 3 3 S4S1E 1 $11.2 1020 1.0/1.0 2800/930 3 EL Y 50 0.4/0.1 1880/960 82-178
MHTO3-01D 2 3 3812 2 #71 1020 15/06  2800/930 3 g0 S0 0.4/0.1  2880/960 100-173
MHTO3-020 3 3 3412 2 4100 10720 40/1E  2800/930 3 38OV 50 D4/0.1  2880/960 100-178
MHTO5-02D 5 3 22/08 2 $112 1020 4Q/1L8 2800930 3 380V 50 0.75/0.18 2880/960 100-178
MHT7.5-03D 7.5 3 19/08 3 $11.2 10~20 40/1.8 2800/930 3 380V 50 075 21880/960 100-173
MHT10-04D 10 3 2809 4 4112 10720  40/LEXZ  2800/930 3 380V 50 075 1880960 150-220



“=Z5% Electric Chain Hoist

ELECTRCHOST &GEARMOTOR

Dimensions

@ Size Specification

Capacity Umnit{mm)

i, (Ton) H A B o E I [} P K L N R T
MHTO.5-015 0.5 550 460 230 280 160 $32 %5 162 h32 @25 17 142 150
MHTO1-015 1 600 520 260 300 176 440 31 206 10 @3l 4 142 231
MHTO2-015 1 670 460 230 280 205 40 31 206 10 @31 4 142 230
MHTOZ2-025 3 800 620 310 430 265 449 5 7237 19 B35 0 142 231
MHT03-015 3 750 520 260 300 230 L] 35 237 19 B35 30 142 FED|
MHTO3-025 3 845 620 110 430 265 $59 42 765 $59 @42 5 142 231
MHTO5-025 3 950 620 310 430 320 $59 42 265 59 B42 35 142 21
MHT7.5-035 5 1030 620 310 430 325 1] a5 296 b0 a5 43 142 231
MHT10-045 75 1200 620 310 500 320 $70 191 366 90 45 0 142 21

Capacity Unit{mm)

Model (Ton) H A B D E I [} P K L N R T
MHTO.5-01D 0.5 550 460 230 280 160 $32 5 162 $32 25 17 142 150
MHTO1-01D 1 600 520 260 300 176 40 31 206 40 &31 24 142 211
MHTOZ-01D 1 670 460 230 280 205 40 31 206 40 Gl 24 142 230
MHTOZ-02D 2 800 620 310 430 265 43 5 237 =19 &35 20 142 23
MHTO3-01D 3 750 520 260 300 230 $49 35 237 49 G35 30 142 231
MHTO3-02D 3 B45 620 110 430 265 $59 42 265 $59 42 35 142 231
MHTO5-020 3 950 620 310 430 320 $59 42 265 $59 42 35 142 231
MHT7.5-03D 5 1030 620 310 430 325 $60 45 296 $60 45 43 142 231
MHT10-04D 75 1200 620 310 500 320 $70 191 366 $20 45 50 142 231



“=Z5% Electric Chain Hoist

ELECTRCHOST &GEARMOTOR

Hoist with Hook Elelv] (cBg [edge]

SPECIAL TECHNICAL FEATURES R
‘

Mada ol Light aluminium allay, this is lighl waight, but axtremaly hard. The cooling lins ara spacially designed to
ensure quick heat dissipation,at the rate upto 40% continucusly. It is oven baked Paint. The integral enclosed
structure is most suitable for places like Chemical & Electro Plating Plants.

SIDE MAGHNETIC BRAKING DEVICE

Tha magnatic force ganarator, is tha latest design which is used for ganaerating magnatic force. It allows instant braking,
a3 500N as the eleciric power is cut-off. Thus tolal brake safety is guaranteed while lcading & unloading is carried out.

The Lifting & Travelling Motors are Vacuum Painted & the Insulation Class is F.

LOAD CHAIN

Grade 80 case hardenad Alloy Steel Chain, Endures Harsh Condition such as Rain, Salt water & Chamicals.

LOAD HOOK

Hot Forged high tensile steel, rigid & durable, 360 swivel, Fitted with safely latch to ensure complete safety

LIMIT SWITCH

Limit Swilch at both lop and bottom ands, shuls off power automatically to pravent load chain from running out.

CONTACTORS

High Performance non-fuse circuit breakers for trouble free performance.

INVERSE PHASE SEQUENCE PROTECTING DEVICE

This is a special installation. It contrals the circuit, and prevenis its operation, in case of wiring error in the power supply.

SPROKET WHEEL

Alloy Steal, Hardanad & Temperad.

TRANSFORMER \

24VI38Y Transformer is used to prevenl unexpected accidents caused by eleclrical leakage. This guarantees, Sale use during rains.

PUSH BUTTOMN PENDANT

Protection Class IP 65. Fully Water Proof & Insulated. Itis Light & Durable.

|

® Technical Parameters

St;:dard Lifting Chain Lifting Motar Power Supply

Capacity Lifting : Raotation

Hrow! {Ton)  Height ;‘ﬁ:' CF";“‘: Chain Size p{m' Speed Phase ”";Te Fr“{'::]“""

{m) {r/min)

MHTO.5-01 0.5 3 7.8 1 6.3 0.75 1440 3 380V 50
MHTO1-01 1 3 6.8 1 $7.1 15 1440 3 380V 50
MHTOZ-01 2 3 6.8 1 7.1 3.0 1440 3 380V 50
MHTO2-02 2 3 34 2 $7.1 15 1440 3 380V 50
MHTO3-01 3 3 54 1 $ll.2 3.0 1440 3 380V 50
MHTO3-02 3 3 34 2 $10.0 30 1440 3 a0V 50
MHTO5-02 5 3 .8 i $ll1.2 3.0 1440 3 380V 50
MHT?.5-03 7.5 3 18 3 $l1.2 3.0 1440 3 380V 50
MHT10-04 10 3 2.8 4 112 3.0x2 1440 3 IB0V 50

. SH-I'IF'iId Lifting Chain Lifting Motor Power Supply
Capacity Lifting :
Model {Ton) Height Speed Chain ke Power Rotation fiiia Voltage Frequency

(m) {myfmin) Falls (KW} Speed|r/min) v} (Hz)
MHTO0.5-01D 0.5 3 7.2/2.4 1 b3 0.8/0.27 2800,/930 3 380V 50
MHTO1-01D 1 3 7.2 .4 1 7.1 1.5/06 2800,/930 3 380V 50
MHTO2-01D 2 3 6.8/2.2 1 $7.1 3110 2B00/330 3 380V 50
MHTO2-02D 2 3 3.8/1.2 2 $7.1 1.5/0.6 2B00/930 3 380V 50
MHTO3-01D 3 3 54/18 1 $11.2 3.0/1.0 2800/930 3 E 50
MHTO3-020 3 3 3.4/1.2 2 $10.0 40/1.8 2800/930 3 B0V 50
MHTOS5-02D 5 3 2.2/08 2 $11.2 4.0/1.8 2800/930 3 380V 50
MHT?.5-03D 15 3 1.9/0.8 3 $11.2 4.0/1.8 2B00/330 3 380V S0
MHT10-04D 10 E] 28/09 4 $11.2 4,0/1.8x2 2800/930 3 sov 50



“=Z5% Electric Chain Hoist

ELECTRCHOST &GEARMOTOR

Dimensions

® Size Specification

P Single Speed

o Capacity Unit{mm]

{Ton) H A B D E | 1 K L %] N
MHT0.5-01 05 550 460 230 280 160 32 25 $32 $25 17 17
MHT01-01 1 600 520 260 300 176 a0 3 $40 $3l 24 24
MHT02-01 2 770 620 310 430 265 36 3 $49 $35 30 30
MHT02-02 2 750 520 260 300 230 (2L a5 45 $35 30 30
MHTO3-01 3 840 620 310 430 265 a3 a5 $59 42 35 35
MHTO3-02 3 950 620 310 430 320 $59 42 $59 42 35 35
MHTO5-02 5 1030 620 310 430 325 $E0 45 &0 $45 43 43
MHT7.5-03 75 1200 620 310 500 320 $70 50 $70 [ 73 50 50
MHT10-04 10 1400 630 315 ! 890 90 70 30 $65 50 50

Capacity Unit{mm)

Mo (Ton] H A B D E I J K L M N
MHTD.5-01D 0.5 550 460 230 280 160 32 25 $32 $25 17 17
MHT01-010 1 600 582 280 300 176 40 31 $40 $31 23 24
MHTO02-01D 2 70 £20 310 430 265 $36 5] $49 $3s 30 30
MHT02-020 2 750 582 280 300 230 449 kL $49 $35 30 30
MHT03-01D 3 240 £20 310 430 265 43 s $59 $a2 15 35
MHT03-020 3 950 675 330 430 320 $59 42 $59 a2 £ 35
MHTO5-020 5 1030 675 330 430 325 60 45 b0 45 43 43
MHT7.5-03D 15 1200 675 330 00 320 $70 50 $90 65 50 50
MHT10-040 10 1400 665 335 ! 2890 ] 0 $50 $ES 50 S0





